XG2 SERIES

SHOCK & VIBRATION ISOLATORS

UNHOUSED SPRING MOUNT

Type XG2 Spring AVM
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Technical Data of Type XG2 Spring AVM

: VERTICAL

MODEL LOAD|LOAD|DEFLECTION RIGIDITY

(kg) | (Ibs) (mm) k(kg/mm)
XG2-6 6 13 0.40
XG2-8 8 18 0.53
XG2-10 10 22 0.67
XG2-15 15 33 1.00
XG2-20 20 44 1.33
XG2-25 25 55 10~15 1.67
XG2-30 30 66 2.00
XG2-40 40 88 2.67
XG2-50 50 110 3.33
XG2-60 60 132 4.00
XG2-80 80 176 5.33
XG2-100 100 | 220 6.67

Outer Size of Type XG2 Spring AVM
MODEL OUTER SIZE(+2mm)

L W H Sl 52

XG2-6~XG2-100 80 53 100 M10x50 | MI10x150

Application:
@ Pipeline Fan @ AirPipe 4 Gas Pipe/Water Pipe 4 Fan

load
(Ibs)
110

88
7
66
55

KE]
22
I

load
(Ibs)
220

209
198
187
176
165
154
143
132
121
0

:

LOAD DEFLECTION CURVE/POINT
MEANS THE BEST DEFLECTION
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CONG TY CO PHAN QUOG TE THAI CHI
BC: 8622 - Td 4 - Phudng Clu Didn - Quan Nam Tir Lidm - Ha N§i
DT: 043 76 333 86 - 043 7633 182 - Fax: 043 7633 183z

E-mail: thaichi@thaichi.vn - Website: www.thaichi.vn - www.loxochongrung.com
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